Duramax Main Bearing Girdle Installation

PLEASE READ ALL INSTRUCTIONS FIRST

(3) APPLY A 1/16 INCH BEABIDIEONE (4)INSTALH OIL PAN BOLTS TO ALIGN THE GIRDLE
(PERMATEX THESRIT STUFRND INSTALL GIRDLE INSTALL 3 CENTERIN CAPREINFOBEMENTBARS

(5) APPY A.R.P. MOLLEY LUBE TO STUDS & WASHERS (6) INSTALL MAIN WASHERS & RUORQUEN 3
STEPS TO 200 FT ).BS.



(8) APPLY A 1/1HICH BEAD CHHLICONE TIHE PAN
RAIL(PERMATEX THISRIT STUFF

|

NOW INSTALL THE LOWRRNK CASE (UPPER OIL RAN)INSTALL ALL THE OIL PAN BOANBTIGHTONLY)

NOW INSTAHE2 TRANS ADAPTBRLTSHANDTIGHTONLY)NOW CARFULY TIGHTEN CRANK CASE BOLTS AND
TRANS ADAPTER BOLTS. THE LOWER CRANK CASE MUST BE PULLED DOWN AND BACK AT THE SAME TIME
TORQUE THE TRANS ADAPTER BOLTS T@®87AND THE LOWER CRANK CASETEOIS FIBS.

(NOTE)THESE INSTRUCTIONS APPLY AFTER MAIN STUDS HAVE BEEN INSJRQLHED AND
LOOSENHRYCLBB TIMES
CLEAN ALL SURFACES WITH CARB CLEANERIBEBDIE IS APPLIED.
DO NOT USE AN ANAROBIC SILICONPRTOAIEDURBKES A LITTLE TIME AND IT MAY SET UP TO FAST.
TORQUE THE OIL PICK UP BTBRI®N THE PUMARSTREABOLTEASYTO 18 FILBS.
MAIN STUD TORQUE 200 FTIMBS8\N STUDS SHOULD BE CYCLED 3 BAOBSHENAL TORQUE.
WERECOMMENDINE HONING BLOCK AFTER MAIN STUDS ARE INSTALLED. (SEE VIDEO ON CYLINDEF
DISTORTION AND DECKPLATE HO®IMGV.randysengine.coror www.performancedies@hachine.com
SIDE BOLTS (CROSS BOLTE)L&&F
TRANSADAPTER BOLTS 6/1.BB
OIL PAN BOLTS 15IE8S
FORNSTALATION VIDEGOTOwww.randysengine.cor®Rwww.performancedies@hachine.com
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